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BMW Motorrad

Lava Orange Metalic Granite Grey Met.Light Grey Met/Magma Red

\Water-cooled, in-line four-cylinder four-stroke engine, four valves per cylinder, twin camshafts

80 mm x 64.3 mm

1,293 cm?

175 hp (129 kW) at 9,250 rpm

Compression ratio

140 Nm at 8,250 rpm

Fuellengine management

13.0:1

Emission control

Electronic injection/BMS-K electronic engine management with built-in knock control

PERFORMANCE/FUEL CONSUMPTION

Regulated three-way catalytic converter, compliant with EU3 emission standard

Max. speed

Fuel consumption per 100 km at a constant 90 km/h

Over 200 km/h

Fuel consumption per 100 km at a constant 120 km/h

4.7 Itr

5.5 Itr

98-octane (RON) super plus unleaded; automatic knock control means

any 95-octane (RON) or higher fuel can also be used

580-W three-phase generator

12 VI14 Ah, maintenance-free

Hydraulically operated multi-disc wet clutch

Six-speed synchromesh gearbox

CHASSIS/BRAKES

Shaft drive

Frame

Suspension, front

Aluminium bridge frame with load-bearing engine

Suspension, rear

BMW Motorrad Duolever, central suspension strut

Die-cast aluminium single-sided swing-arm with BMW Motorrad Paralever;

central suspension strut with lever system, spring preload steplessly adjustable

via handwheel, adjustable rebound damping

Travel, front/rear

115 mm/135 mm

1,585 mm

Steering head angle

104.4 mm

Wheels

60.4°

Rim dimensions, front

Cast aluminium

Rim dimensions, rear

3.50x 17"

6.00x 17"

120/70 ZR 17

190/55 ZR 17

Double disc brake, floating brake discs, diameter 320 mm, four-piston fixed caliper

Single disc brake, diameter 265 mm, double-piston floating caliper

DIMENSIONS/WEIGHT

BMW Motorrad Integral ABS (partially integral version) as standard

Seat height

Rider step length

820 mm (low seat: 790 mm)

Unladen weight, fully fuelled/road ready’

1,810 mm (low seat: 1,750 mm)

Dry weight?

254 kg

Max. permitted weight

228 kg

Max. load (with standard equipment)

460 kg

Usable tank capacity

206 kg

Of which reserve

19 Itr

Length

Approx. 4.0 Itr

Height (excluding mirrors)

2,182 mm

Width (inc. mirrors)

1,221 mm

905 mm

Dimensions refer to unladen motorcycles as per DIN standard.
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1. As defined in EU directive 93/93/EEC, filled with all operating fluids, fuelled to at least 90% of usable tank capacity. 2. Unladen weight without operating fluids.

The models illustrated in this brochure show the specifications for Germany. In part, they include optional equipment and accessories not fitted as standard. According to the specific requirements of other markets, alterations in models and equipment as described here may occur.
For detailed information on the range of Rider Equipment and accessories available in your country, please contact your BMW Motorrad dealer. Subject to change in design and equipment. Subject to error. © BMW Motorrad, UX-VM-2, Munich, Germany. Not to be reproduced, wholly
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